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Product: RCM Atomizer single jet 

 

 

 
 

 

      

   

Description 

• Recommended for application in series 

lavoratory faucets, mobile installations/ 

transportations like planes, boats, trains 

• Supplies all outlets evenly with water 

• With integrated constant flow regulator 

in 0.10 and 0.25 Liter/min max. 

• Integrated anti-clogging dome screen 

filters sediments and particles 

• Virtually unbreakable single piece insert 

ensures a longer useable life 

• Can be fitted in M22 or M24 housings 

Article text 

The RCM Atomizer is recommended for 
application in series lavoratory faucets (public 
bathrooms exposed to walk-in traffic). 
RCM Atomizers are special aerators with a 
minimal flow rate (water-saving) of 0.10L/min 
and 0.25L/min max., so you're not only able to 
save money but are also able to distribute water 
equally. 
 
The atomization is achieved by dispersing the 
water into tiny droplets which supply all outlets 
evenly with water. The integrated anti-clogging 
dome screen filters sediments and particles. 
Thanks to the virtually unbreakable single piece 
insert it ensures a longer useable life. 
 
Atomization requires supply pressure >1 bar 
 
All the shown models may not be used for 
faucets connected to pressure less boilers. 
 

 

 

  

 Material: 

Surface: 

Weight: 

Dimensions: 

Connection: 

Other: 

Article number: 

 

 

 

 

 

 

 

 

 

Packaging: 

POM, NBR, Silicone 

DIN EN ISO 1302 

2 gram 

20 X 12 mm 

In a M22 or M24 housing 

WRAS 

Insert 

9007509 (0.10 L/min) 

9007510 (0.25 L/min) 

M22 

8613037 (0.10 L/min) 

8613038 (0.25 L/min) 

M24 

8613039 (0.10 L/min) 

8613040 (0.25 L/min) 

 

Depending on quantity in a plastic 

bag 

CFR® = Constant Flow Regulator  
 


