
Product data sheet 

Product: RCM basic TT 

 

 

 
 
 

  

 

   

Description 

• straight and splash-free jet 
• full, aerated stream from as low as 0.2 

bar / 2.9 psi 
• Integrated constant flow regulator in 4 – 

8L/min 
• Can be fitted in M16, M18 or 3/8" 

housings 
• Ideal for faucets with a restrictive design 

and/or where there is low system 
pressure 

Article text 
 
The RCM RCM basic TT benefits from a full, 
aerated stream from as low as 0.2 bar / 2.9 psi 
("all-pressure" PCA) 
 
The inner part can be installed in M16, M18 or 
3/8’ housings 
 
Must not be used for hot water applications 
above 70°C. 
 
Not suitable for unpressurised water heaters 

 

 
  

 Material: 

Surface: 

Weight: 

Dimensions: 

Connection: 

Others: 

Article number: 

Inserts 

5183504 

5183505 

5183506 

5183507 

5183508 

 

Packing: 

Plastic, EPDM 

Plastic, housing: brass 

2 gram 

18 x 12 mm 

In an M16, M18 or 3/8’ housing 

 

 

 

RCM basic TT 4L max 

RCM basic TT CFR 5L 

RCM basic TT 6L max 

RCM basic TT CFR 7L 

RCM basic TT 7L max 

 

Depending on the quantity, in a 

plastic bag (inner part) or in sliding 

sleeves (M16, M18, 3/8") 

 

 
CFR® = Constant Flow Regulator  

 


